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True-Center Tri-Axial Strain with self-temperature 
compensation. The T218 strain rosette sensor design ensures 
that all three strain axes are measured exactly at the center of the 
sensor. It accomplishes this, and temperature compensation, with 
an internal array of four 
T e c h n i c a p r e c i s i o n 
manufactured FBGs, all routed 
within the structure of the 
sensor to pass through the 
center of the rosette. The T218 
transducer configuration offers 
high linearity and resolution.


Spot-welded or glued installation. The T218 is designed to be 
surface mounted by spot-welding, or by gluing, to the target 
surfaces. Installation video available upon request.


Pre-Strain level is set at the 
factory. The T218 pre-strain level 
can be factory set to accommodate 
any strain range within the strain 
limits of -5,000ue to +5,000ue. 
Typically set for the whole range.


Small size and ready to be daisy chained. The T218 is 
designed for precisely measuring strains in small or confined 
spaces and it is manufactured with ultra-low bend radius fiber for 
meeting the needs of even the most demanding fiber routing 
applications. Well suited for projects that include the need to 
monitor multi-axial surface strain at one or many locations. 
Provided as single connectorized sensors or in ready to install 
arrays of various lengths and with a flexible number of sensors.


Field proven. For demanding projects that require stable 
operation for the long-term.


Parameter Specifications

Wavelengths and Tolerance 1460 to 1620 nm, +/-0.5 nm

Measurement Angles 0, 45, and 90°

Measurement Speed Up to 10kHz

Strain Range -1,800 με to +5,000 με 
Other options available

Reflection BW (FWHM) 0.25 nm +/- 0.05nm

Reflectivity % > 50%
Other options availalbe

SLSR >15 dB

Strain Sensitivity 1.4 pm/με

Gage Length 18 mm

Temperature Compensation Integrated within the sensor

Temperature Range -40°C to +120°C 
(+150°C short term)

Sensor Pigtail (Length, DIA) 1 m, 900 um

Minimum Cable Bend Radius 10 mm

Optical Connector FC/APC std, LC/APC option

Housing Material Stainless Steel SUS304

Dimensions (DIA, Height) 34 mm, 1.5 mm

Mounting Methods Spot Welding, or Glue
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The T218 is a Single-Mode Fiber Bragg Gratings (FBG) based 
Strain Rosette with Self-Temperature Compensation for use in 
environments from -40°C to +120°C. 


Ultra-small packaging. Available in a wide range of optical 
specifications. Ready for direct mounting steel construction 
exhibiting excellent wavelength to strain linearity. Temperature 
compensated. Calibration service available upon request. The 
optional sensor calibration datasheet takes into account any 
hysteresis, non-linearities, and the repeatability of the sensor. The 
T218 sensor handling and installation is fast, easy and intuitive. 
Delivers the advantages inherent to FBG based sensors. Immune 
to lightning and electromagnetic interference (EMI). T218 series 
Strain Rosette Sensors are fabricated using licensed and 
proprietary state-of-the-art laser manufacturing technologies and 
product designs. The sensor packaging described herein 
represents the most popular configuration and can be customized.


Technica undertakes a rigorous development process before products release. The company is also firmly committed to continuous 
improvements after release to insure performance to the highest standards, hence, specifications are subject to update without notice. 
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Spot welding of the sensor to the surface: The T218 
Strain Rosette is surrounded by its SS304 metal carrier 
which enables spot-welding the sensor to the structure for 
which the strain measurements are to be performed. There 
are 12 spot-welds needed to be done in order to properly 
secure the T218.





Removing the sensor carrier: The T218 sensor carrier is 
to be removed after the spot welding has been completed.





Spot Welder: We recommend using our TS900 Spot 
Welder, which has been optimized for Optical Sensing 
Applications. Other spot-welders may be compatible too.


Spot-welding is the primary recommended method 
for achieving a long term stable bond between the 
monitored structure and the T218 sensor. It takes 10 
minutes.


Tools: (1) TS900 or equivalent spot welder for 
0.2mm steel plates, (2) FBG interrogator 


T211 Top View before Installation




T211 Bottom View before Installation
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